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Setup Sheet for Program 6295581101_OP2
Job Description: OP2
Document Path: 6295581101-001-0 v8
Notes:

X0 Y0 Center of Part

Z0 Bottom of Part

Setup
WCS: #30
Stock: 


  DX: 162mm

  DY: 162mm

  DZ: 104mm

Part: 

  DX: 159mm


  DY: 159mm

  DZ: 70mm

Stock Lower in WCS #30: 

  X: -81mm


  Y: -81mm

  Z: -0.5mm

Stock Upper in WCS #30: 

  X: 81mm


  Y: 81mm

  Z: 103.5mm

Total
Number Of Operations: 5
Number Of Tools: 4
Tools: T1 T402 T1160 T7610
Maximum Z: 258.5mm
Minimum Z: 66mm
Maximum Feedrate: 4240mm/min
Maximum Spindle Speed: 4576rpm
Cutting Distance: 44427.32mm
Rapid Distance: 9515.88mm
Estimated Cycle Time: 17m:38s

Tools
T1 D1 L1
Type: probe
Diameter: 4mm
Corner Radius: 2mm
Length: 50mm
Flutes: 1
Description: DMU75mB Probe

 
Minimum Z: 66mm
Maximum Feed: 0mm/min
Maximum Spindle Speed: 0rpm
Cutting Distance: 0mm
Rapid Distance: 0mm
Estimated Cycle Time: 0s (0%)

 

       

T402 D402 L402
Type: face mill
Diameter: 63mm
Length: 40mm
Flutes: 6
Description: AL-PMK-D63
Vendor: Hoffmann Group
Product: 213555 63/6

 
Minimum Z: 70mm
Maximum Feed: 4240mm/min
Maximum Spindle Speed: 3540rpm
Cutting Distance: 40444.61mm
Rapid Distance: 4630.15mm
Estimated Cycle Time: 12m:8s (68.8%)

 
Holder: HSK A63-Face mill adapter 22 mm
Vendor: Hoffmann Group
Product: 306110 22

       

https://www.hoffmann-group.com/US/en/hus/Modular-machining/Indexable-milling-cutters-GARANT/Softcut%C2%AE45%C2%B0-high-performance-indexable-face-mill-with-bore/p/213555-63%402F6
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T1160 D1160 L1160
Type: flat end mill
Diameter: 16mm
Length: 82mm
Flutes: 1
Description: HM-KU-1SCHN-D16_SR
Vendor: Schmid Werkzeug Muenchen
Product: 016-16

 
Minimum Z: 69mm
Maximum Feed: 1372.711mm/min
Maximum Spindle Speed: 4576rpm
Cutting Distance: 3344.85mm
Rapid Distance: 4712.63mm
Estimated Cycle Time: 3m:23s (19.2%)

 
Holder: HSK A63-ER25
Vendor: Hoffmann Group
Product: 305390 25

       

T7610 D7610 L7610
Type: chamfer mill
Diameter: 6mm
Taper Angle: 45°
Length: 40mm
Flutes: 4
Description: FASENFR-D6X45GRAD
Vendor: Hoffmann Group
Product: 208120 6

 
Minimum Z: 68.8mm
Maximum Feed: 509.296mm/min
Maximum Spindle Speed: 4244rpm
Cutting Distance: 637.86mm
Rapid Distance: 173.1mm
Estimated Cycle Time: 1m:22s (7.8%)

 
Holder: HSK A63-ER16
Vendor: Hoffmann Group
Product: 305390 16

Operations
Operation 1/5
Description: 2D Adaptive3
Strategy: Adaptive 2D
WCS: #30
Tolerance: 0.1mm
Stock to Leave: 3mm/0mm
Optimal load: 2mm
Load deviation: 0.2mm

 
Maximum Z: 118.5mm
Minimum Z: 69mm
Maximum Spindle Speed: 4576rpm
Maximum Feedrate: 1372.711mm/min
Cutting Distance: 3344.85mm
Rapid Distance: 4712.63mm
Estimated Cycle Time: 3m:23s (19.2%)

Coolant: Air

T1160 D1160 L1160
Type: flat end mill
Diameter: 16mm
Length: 82mm
Flutes: 1
Description: HM-KU-1SCHN-D16_SR
Vendor: Schmid Werkzeug Muenchen
Product: 016-16

 

Operation 2/5
Description: Face2
Strategy: Facing
WCS: #30
Tolerance: 0.01mm
Maximum stepdown: 1mm
Maximum stepover: 44.1mm

 
Maximum Z: 118.5mm
Minimum Z: 70.1mm
Maximum Spindle Speed: 3540rpm
Maximum Feedrate: 4240mm/min
Cutting Distance: 39272.95mm
Rapid Distance: 4577.95mm
Estimated Cycle Time: 10m:11s (57.7%)

Coolant: Flood

T402 D402 L402
Type: face mill
Diameter: 63mm
Length: 40mm
Flutes: 6
Description: AL-PMK-D63
Vendor: Hoffmann Group
Product: 213555 63/6

 

Operation 3/5
Description: Face2 (2)
Strategy: Facing
WCS: #30
Tolerance: 0.01mm
Maximum stepover: 44.1mm

 
Maximum Z: 118.5mm
Minimum Z: 70mm
Maximum Spindle Speed: 3540rpm
Maximum Feedrate: 600mm/min
Cutting Distance: 1171.66mm
Rapid Distance: 52.2mm
Estimated Cycle Time: 1m:58s (11.1%)

Coolant: Flood

T402 D402 L402
Type: face mill
Diameter: 63mm
Length: 40mm
Flutes: 6
Description: AL-PMK-D63
Vendor: Hoffmann Group
Product: 213555 63/6

 

Operation 4/5
Description: Probe WCS1
Strategy: Probe
WCS: #30
Tolerance: 0.01mm

 
Maximum Z: 258.5mm
Minimum Z: 66mm

T1 D1 L1
Type: probe
Diameter: 4mm
Corner Radius: 2mm
Length: 50mm
Flutes: 1
Description: DMU75mB Probe

 

https://www.schmidwerkzeuge.de/online-shop/produkt/standardwerkzeuge/01--vhm-fraeser/03--vhm-schlichtfraeser/01--typ-w-kunststoffe/016_vhm-fraeser-fuer-kunststoffe-span-ziehend
https://www.hoffmann-group.com/US/en/hus/Mono-machining/Solid-carbide-milling-cutters/Solid-carbide-deburrer-90%C2%B0-TiAlN/p/208120-6
https://www.schmidwerkzeuge.de/online-shop/produkt/standardwerkzeuge/01--vhm-fraeser/03--vhm-schlichtfraeser/01--typ-w-kunststoffe/016_vhm-fraeser-fuer-kunststoffe-span-ziehend
https://www.hoffmann-group.com/US/en/hus/Modular-machining/Indexable-milling-cutters-GARANT/Softcut%C2%AE45%C2%B0-high-performance-indexable-face-mill-with-bore/p/213555-63%402F6
https://www.hoffmann-group.com/US/en/hus/Modular-machining/Indexable-milling-cutters-GARANT/Softcut%C2%AE45%C2%B0-high-performance-indexable-face-mill-with-bore/p/213555-63%402F6
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Operation 5/5
Description: 2D Chamfer2
WCS: #30
Tolerance: 0.01mm
Stock to Leave: 0mm

 
Maximum Z: 118.5mm
Minimum Z: 68.8mm
Maximum Spindle Speed: 4244rpm
Maximum Feedrate: 509.296mm/min
Cutting Distance: 637.86mm
Rapid Distance: 173.1mm
Estimated Cycle Time: 1m:22s (7.8%)

Coolant: Flood

T7610 D7610 L7610
Type: chamfer mill
Diameter: 6mm
Taper Angle: 45°
Length: 40mm
Flutes: 4
Description: FASENFR-D6X45GRAD
Vendor: Hoffmann Group
Product: 208120 6

Generated by Fusion 360 CAM 2.0.12888 Thursday, May 05, 2022 07:53:22

https://www.hoffmann-group.com/US/en/hus/Mono-machining/Solid-carbide-milling-cutters/Solid-carbide-deburrer-90%C2%B0-TiAlN/p/208120-6
http://cam.autodesk.com/

